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W Video Patching Systems
ProPatch® Miniature (PPM) Series

Ordering Information

LCC Jack

Description Catalog Number
Super High-Density Coax Jacks
LCC Normalling AES and Analog Video SHDC-LCC
High-Performance, HD SHDC-LCC-HP
Straight-Through High-Performance, HD SHDC-LCC-NN
1.0/2.3 Connectors Normalling AES and Analog Video SHDC-1023
High-Performance SHDC-1023-HP
Straight-Through High-Performance SHDC-1023-NN

Ordering Information

Description

LCP Patch Cords

| Catalog Number

LCP High-Performance Patch Cords

2 feet BK2VXM-LCP-LCP
3 feet BK3VXM-LCP-LCP
4 feet BK4VXM-LCP-LCP
6 feet BK6VXM-LCP-LCP

Ordering Information

Description

LCP Looping Plug

Catalog Number

Looping plug; LCP .48" Centers

LP-SHDC-480

www.adc.com
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Video Patching Systems

ProPatch® Miniature (PPM) Series
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LCC Connector

Ordering Information

LCC Connectors Bulk Pack

Catalog Number

Cable Type (or equivalent to)

+1-952-938-8080

1505, 9259 1855 0.6/2.8 179DT
9100, VDM230 Image360
Description VPM2000 VDM250 SDV-25
LCC Connectors
1 each LCC-1-BE LCC-13-BE | LCC-26-BE | LCC-31-BE
Bulk (100 pack) LCC-1B-BE LCC-13B-BE | LCC-26B-BE | LCC-31B-BE
Crimp Tools
Features Ergonomic Handle for ADC Die Sets WT-2
Features Long Ergonomic Handle for ADC Die Sets WT-3
Crimp Die Sets WD-1 WD-2 WD-3 WD-2
WD-2 WD-4
WD-3
WD-5
Manual Stripper Tool STC-12B STC-13B STC-13B STC-13B
Includes One Stripper Replacement Cassette
Manual Stripper Replacement Cassette CCS-BLK
Automatic Cable Stripper Tool BNC-S1
Cutter Head For Automatic Cable Stripper Tool BNC-H2 BNC-H5 BNC-H5 BNC-H5
Insertion/Withdrawl Tool LCA-400004
Replacement Tips LCA-400005-12
For Insertion/Withdrawal Tool (12-Pack)
LCC Tester LCA-414001
Insertion/Withdrawal

Tool

1-800-366-3891




Video Patching Systems

Jacks

WECO HD Midsize Video Jacks

Midsize video jacks have several advantages over standard size jacks in performance and size. All
standard size video jacks observing WECO standards are, by definition, not 75 Q in the patched state
(with the exception of ADC's SVJ-2 standard size Super Video Jack). The physical relationship of the
center conductor diameter and the coaxial port diameter creates an impedance violation that causes the
video impedance to drop to 58 Q in the patched state. In midsize video jacks, the physical relationship
has been optimized, providing a constant impedance of 75 Q in either the normalled-through mode or
the patched mode. This impedance advantage can make a considerable difference in the elimination of
bit errors in digital signals especially if the circuit is routed through several patches. The midsize offers 33
percent higher density than standard size for 2x32 configurations, which match typical router decades.

Video

Two-piece center conductor

. . . technolol revents signal ener . .
Sealed switch design which from radi?{irrw)g in or ougt and helggs High-density staggered BNC ports that

prevents contamination of achieve 3+ GHz bandwidth allow for 32 circuits across with easy
switch and improves the removal of BNC connectors
overall life of the jack

Robust diecast body and
cover that will not rust

Heavy-duty die-cast barrels will
not break off, even under stress

Shotgun ground clip ensures
seven points of contact with
coaxial plug

True 75 Q patched and

Patented cantilever beam switch normalled; offers superior
for high contact force and performance and uses standard

mechanical wiping action assures midsize patch cords

Heavy-duty mounting years of trouble-free service

flanges will not break off

MVJ-3 Midsize Video Jack Interior View

Outstanding Performance Features

ADC video jacks feature precision geometric-molded insulators for true 75 Q performance.
Closed-entry center contacts are designed to resist damage from damaged plugs or test probes.

Precision geometric-molded
insulators make true 75 Q
performance possible

Closed entry contact features
fully supported ring which is
extremely durable and is not
easily damaged by test probes,
preventing intermittent failures.
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